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positions and reattach the panel

NOTICE: This retaining strap is
installed to prevent the
cover. inadvertent removal of the back
feed breaker. If this strap must
be removed, go to
www.interlockkit.com

@ Test the kit to ensure that the fora free repiacement.
MAIN+Solar breaker pair cannot
be ON at the same time as the
GENERATOR breaker. ® Turn power back on.

Installation Video
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Remove the panel cover.

Remove breakers 5 and 6. Insert
the breaker retainer with the tab
positioned towards the main
breaker. Seat it in the middle of
the branch circuit column sitting
on top of the generator breaker
and the breaker adjacent. You
may then reinstall the removed
breakers
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Disclaimer: The installation video provided is a general
guide using a specific interlock kit model. Your kit may
differ in size, shape, or configuration based on your
panel type. Always refer to the included written
instructions for details specific to your kit, and consult a
licensed electrician if needed.
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	Start by disconnecting the power to the panel.
	Drill through the holes in both the back plate and the panel cover. On the back side of the panel cover, file or scrape each hole to ensure proper grounding for the kit. The binding screw must make direct metal-to-metal contact with the back of the panel cover.
	After testing - apply one drop of Loctite as demonstrated to the top of the binder posts to secure the kits position.
	Separate the front and back plate by unscrewing the posts and screws.
	Place the labels in the correct positions, ensuring they are visible when the panel door is open. Place solar sticker next to solar breaker
	Insert the binder screws through the
	holes in the back panel and into
	the slots of the front plate.
	Reach around and use a binder
	post to secure the kit together.
	Temporarily attach the back plate kit using sticky tape to hold it in place and ensure a proper fit. Once in position mark the holes. Hold off on drilling holes until step 7.
	Set the MAIN/ Solar and GENERATOR breakers in the OFF positions and reattach the panel cover.
	Remove the panel cover.
	Test the kit to ensure that the MAIN+Solar breaker pair cannot be ON at the same time as the GENERATOR breaker.
	Remove breakers 5 and 6. Insert the breaker retainer with the tab positioned towards the main breaker. Seat it in the middle of the branch circuit column sitting on top of the generator breaker and the breaker adjacent. You may then reinstall the removed breakers
	Turn power back on.

	Installation Video
	Disclaimer: The installation video provided is a general guide using a specific interlock kit model. Your kit may differ in size, shape, or configuration based on your panel type. Always refer to the included written instructions for details specific to your kit, and consult a licensed electrician if needed.


